OFFICE OF THE MARION COUNTY SURVEYOR
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SECTION RECORD CORNER Z =
SECTION —24 _ ToWNSHIP 14 pange 3 | =
DATE: =13-05 i =
PARTY CHIEF:_ Wilcoxen L
CREM: -
TYPE DOF MARKER: _Horrisen :reset construction 0
METHOD OF ESTABLISHMENT: Louniy: 4-13-02 E
IN. 5.P.C. E ZONE NAD '83
N: 487134.7725(m )
E: 59416 B34 (m 9 i
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Original post set 1820 by Laughlin with witnesses: 21" while ook N 50 W 19 links:
10" hickory S 15 E 14 links per Marion County Atlas pg. 5. Beber 12-21-04
colled stone found per Perry Township Legol Survey Book pg. 46. 4-21-44

called stone 40" dawn. 5-31-72 called sieel plug. 7-1-75 colled 3/4" rebar
Harrison sel. 10-20-87 per construction ties pulled to the stone found.

Re-tied $-20-98 by Whileside. Re-tied 4-13-02 by Wilcoxen. Re-lied 10-13-03
by Wilcoxen, becouse of construction,

140324009
REF. DISTANCE DCESCRIPTION
L 105.64" PK nail SW PwP#329-818 10 up
2 10177 1] NW corner of concrete base of traffic signal
3 102.74" Cul 'x" NW bolt of tralfic signal pole base

=

27871l Cut 'x SW bolt of lraffic signal pole base
1914 Mail in boltle cap MW PwP#123-818 4 up

17.54° PK ngil W PwP#2?8-B18 6 up

108.46'l SE corner of "Berean Church” sign. brick

61591l Cul 'x" SE boll of traffic signal pole hase
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B1.7% PK nail £ PwP§12-817 12"up

] B7.01°11 Cut''x’ SW baoll of traffic signal pole base




